
Chilled Water Taps
chilltapTM

A water cooler on 
the bench top.



chilltapTM

NeoChiller® under-bench  
chilled water tank

Filtered Chilled
Water Lever

The ChillTap is the perfect 
drinking fountain on your 
benchtop.
The ChillTap  delivers filtered chilled drinking water, it’s 
perfect for entertaining or just grabbing a refreshing 
glass of chilled water.

The chilled filtered water comes from the NeoChiller®, 
a chiller unit that fits neatly beneath your bench and 
plugs into a 3-pin plug.



Compact under-bench 
chiller for cold filtered 
drinking water

NeoChiller® is a compact filter and chiller unit that fits neatly 
beneath your worktop and connects to several of our taps. 
It filters water from the mains supply, removing impurities 
to ensure a fresh, pure taste. And it cools the water to the 
perfect drinking temperature, straight from the tap. With 
NeoChiller® there’s no messing around with filter jugs,  
no lugging bottles of water home from the shops and  
no plastic waste. 

NeoChiller®
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PRODUCT 
SPEC SHEET

Dimensions

The maximum pressure of water entering  
the NeoChiller must not be more than  
3 Bar/43.5psi.

Placement guide

Specifications 
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Model CWT150 Rated input 155W

Cooling 
performance

7L/hr 
3L continuously

Dispensed 
cold water 
temperature

3-10°C with 20°C incoming 
water and 25°C room 
temperature

Dispensing 40 sec/L

Condensation Ventilated blowing

Thermostat Mechanical

Compressor 1/12HP

Ice bank 2L capacity, 1kg of ice

Inlets/outlets Water inlet Ø6.35mm (or 1/4”), 
water outlets Ø6.35mm (or 1/4”)

Filter Not included.

Max quantity  
for pallet

18

Pallet dimensions WxDxH 120x80x160cm

A. Cold water outlet

B. Cold water inlet

C. Ice bank fill

D.  Level pipe of ice bank

E. Thermostat

F.  IEC connector for power cord

G.  On/off switch

H.  Fan grilles

Unit overview

Regional variants

InSinkErator® may make improvements and/or changes in the specifications at any time, in 

its sole discretion, without notice or obligation and further reserves the right to change or 

discontinue models. © 2020 InSinkErator®, InSinkErator® is a business unit of Emerson 

Electric Co.  All Rights Reserved.

NeoChiller 

050375023814 CWT150-1, UK Chiller 230/50 45528-ISE

050375023821 CWT150-2, EU Chiller 230/50 45528A-ISE
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InSinkErator®. Suite 10, Building 6, Hatters Lane,
Croxley Park, Watford, Herts WD18 8YH. United Kingdom

Sales tel: 01923 297 880
Service tel: 0800 389 3715
insinkerator.co.uk
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•	 Small, compact domestic chiller unit
•	 Designed for easy installation under the kitchen sink
•	 Dispenses up to 7 litres per hour of cold, still water 

between 3°C and 10°C
•	 Filtered to remove impurities and odours, without 

affecting the waters natural mineral content
•	 Ice-bank cooling technology for optimum performance
•	 Standard 3-pin plug that plugs straight into a wall socket.
•	 CE approved



CH1100 ChillTap
Chilled filtered water side-tap

CH1100 ChillTap - Finishes

CH1100 - Chrome
Product Code: CH1100-CH

CH1100 - Brushed 
Product Code: CH1100-BR

•	 Instant filtered chilled water.
•	 Gentle touch,  lever dispenser
•	 Spring loaded return mechanism
•	 Elegant swivelling spout. Tap insulated from heat.
•	 Tap mounted on either the kitchen work surface or sink.  

(35mm-38mm hole required in bench)
•	 Reduce chlorine, lead, and other unpleasant tastes, chemicals  

and odours from the water.
•	 Tank plug directly into electrical sockets close to appliance.
•	 3-year in-home warranty – Residential only NeoChiller®, filter and full installation kit included.
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Filtered water...  
just tastes better!
All InSinkErator DualTaps come with an in-line filtration 
system using replaceable cartridges. The super fine 
5-micron filters reduce impurities and odours, giving you 
better tasting water for your water bottle, coffee or tea. 

The twist-off/twist-on filter is easy to install and 
designed so the water automatically shuts off when the 
filter is removed, eliminating the need for a separate 
shut-off valve. Depending on local water quality and 
usage volumes, filter replacement is recommended every 
6-12 months.

F-701R Replacement Filter
•	 Super fine 5 micron filter for even cleaner water
•	 Quick-Connect Push-In Fittings guarantees a 

quick, easy installation
•	 Valve-in-Head Design automatically shuts off 

water flow when filter cartridge is removed, 
eliminating need for separate shut-off valve

•	 Low Pressure Drop Filter design assures 
consistently flawless performance

•	 Reduces chlorine, lead, turbidity, particulates & 
other unpleasant tastes and odours

•	 NSF Standard 42
•	 6-12 month expected filter life, depending on 

water quality and use
•	 Two filter cartridges per pack 

Easy removal and fitting of water filter
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Service & Installation
InSinkErator have a network of service agents and 
plumbers to install your new tap.
To find more call 0800 200 510 or visit our website
www.insinkerator.co.nz

insinkerator.co.nz


